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DockyDock (inflatable) Instructions  

1– Receiving the parcel. 

The DockyDock will be shipped in one or two parcels. The large parcel will typi-
cally be dispatched via FedEx and will contain the DockyDock PVC inflatable 
inside, so you need to be careful when opening the box especially when using 
sharp objects like box cutters or scissors, in case you cut the fabric inside.   

2– Assembling the DockyDock. A large area is ideally needed with access to the 
water for the assembly of the DockyDock. This can be done on a boat yard near 
the slip way to make it easy to deploy the DockyDock into the water. It is also 
possible to assemble the DockyDock on the jetty if there is enough space e.g. a 
width of 2 metres would be sufficient.  

3- Help required. 
The inflatable DockyDock installation will require a minimum of 2 able bodied 
people and for a large DockyDock of more than 25ft, we recommend 3 people 
to help with the installation. Please watch the video for the assembly of the 
DockyDock before starting. It is advisable to inflate the two side chambers first, 
then assemble the tailgate metal at the back, followed by inflating the front 
chamber at the end. After completing the assembly, thread a rope of 8 mm to 
10 mm through the eyelets (grommets) all around the top collar of the 
DockyDock. 

4– If your boat mooring space has no suitable area for close-by assembly, this 
may result in assembling the DockyDock further away and towing the 
DockyDock in the water, to your designated mooring space. If you do this, the 
tailgate of the DockyDock MUST be lifted and closed (important), reducing the 
drag under the water, so the DockyDock can be towed away as you would with 
a boat. Don’t tow the DockyDock with the tailgate open, it must be closed! The 
inside of the DockyDock must be empty with no water inside.       
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You will be receiving two boxes:- 

1. The metal box 

 Tailgate metal 

 Air pump 

 Air valve adaptor 

 

2.  The DockyDock PVC fabric  

1 Outside bracket [ x 2] 

2 Inside bracket [x 2] 

3 Pivot arm  (Port) [x 1] 

4 Sliding lock (Port) [x 1] 

5 Sliding lever (Port) [x 1] 

6 Centre squaretube  [x 1] 

7 Sliding lever (Starboard) [x 1] 

8 Sliding lock (Starboard) [x 1] 

9 Pivot arm  (Starboard) [x 1] 
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Above is the tailgate metal assembly.  

 1st assembly required is mounting the brackets  part 

1 and 2, on the DockyDock inflatable sides only, leave 

the front chamber deflated, this will make it easier to 

install the brackets.  

 Part 3 (Pivot arm) needs to be inserted inside the fabric 

pocket (do not link it to the brackets yet, this is to be 

linked last).  

 Part 6 (Central square tube) has to be inserted in the 

tailgate pocket.    

 Part 4 Sliding lock is to be inserted inside the tube to 

connect part 3 and 6 together, and the bolt holes will 

match.  

 Part 5 will be mounted on top of the fabric, and the fab-

ric holes will matches the holes on the metal, then to be 

locked with the bolt.    

 Connect the (Pivot Arm) to the brackets.    
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Metal assembly steps 

 Part 3 (Pivot arm) needs to be inserted in-

side the fabric pocket.  

 Part 6 (Central square tube) has to be in-

serted in the tailgate pocket.   

 Part 4 Sliding lock is to be inserted inside 

the tube to connect part 3 and 6 together, 

and the bolt holes will match.  

 Part 5 will be mounted on top of the fabric, 

and the fabric holes will matches the holes 

on the metal, then to be locked with the 

bolt.     

 The Pivot arm to be connected to the side 

brackets.  
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1– install the brackets 

around the inflatable. 

2– insert the two (pivot arm) 

through the tailgate pocket.  

3- (Central square tube) has to be 

inserted in the tailgate pocket.   

4- Sliding lock is to be inserted inside 

the tube for connections  

5- Mount the  sliding leaver on top of the fabric, so the fabric 

holes will matches the holes on the metal 



The steps below must be followed in or-

der. 

 

1– Inflate the two chambers on the sides, 

and leave the front chamber deflated.  

 

2– Assembling the brackets parts 1 & 2 

 

3– Assembling the tailgate frame. 

 

4– Connect the tailgate to the brackets.  

 

5– Inflate the front chamber.  

 

6– Check the DockyDock from any damag-

es or cuts before deploying it in the water.  

 

7– Check the inflatables for 30 days for any 

deflation or any leaks.  

 

8– Follow the warranty registry require-

ments as instructed online.   
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